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D NOTES.
ENCODER TERMINAL CONNECTION  MOTOR TERMINAL CONNECTION E—A\ 1. ALL DIMENSIONS ARE IN MILLIMETERS.
: FG —— 7. MOTOR SPECIFICATIONS :900-177-305
3 7 8 “|— 3. ENCODER SPECIFICATIONS:900-193-533 (24BIT INCREMENTAL)
1 PGSV || PHASE V | » S Lt 4. VIBRATION : 15um OR BELOW AT RATED SPEED.
— | 7 HTERERC /0 ) - — = l . 5. PLUGS AND CABLE CLAMPS ARE OPTIONAL.
3 FRAME II;—;\\‘\ . : s o 6. READ AND UNDERSTAND DOCUMENT PACKED WITH MOTOR
GROUND &\‘i@/)‘ T - — (SAFETY PRECAUTIONS), AND BE CAREFUL USING MOTOR.
b - ‘G\IT 5 | PHASE U - \ = 7. DEGREES OF PROTECTION:I1PG67 EXCEPT FOR SHAFT OPENING.
5 - i 6 | PHASE W “\ - 8. DO NOT TOUCH EACH OF CONNECTOR PINS DIRECTLY. IT CAUSE FAILURE.
. 5 | DATA () 5 FG | LEAME S | 9. IN CASE OF MOUNTING THIS MOTOR HORIZONTAL, TO PLACE
- VIEW A CON. | FRAME 1 i THE CONNECTOR DOWN IS RECOMMENDABLE.
[ DATAE) TRV A LGs] ckouo VIEW B =1 | 10. USE HEXAGON SOCKET HEAD CAP SCREWS FOR MOUNTING MOTOR.
g - 11. MOTOR CONNECTOR COULD BE TURNED IN THE RANGE OF % WITHIN 10 TIMES.
SO | FEAVE RECEPTACLE SIZE:M)3 VIEW C
GROUND
HOUSING: SE-5EP INBAAD( (S RATED RATED RATED RATED ALLOWABLE | ALLOWABLE
| RECEPTACLE SIZE:M1? MAKER : PHOENIX CONTACT TYPE QUTPUT | TORQUE TIME SPEED VOLTAGE CURRENT THERMAL WE}I{GHT RADIAL THRUST [ —
kW Nem | RATING | o vrms Arms | CLASS & |LoAD Fr N|LOAD Fs W
HOUS ING : SACC-MSQ-M1 2MS-25-3, 2 SCO 00 190
MAKER : PHOENIX CONTACT SGMTG-09DFRKF 0. 85 5. 39 CONT. 1500 (3PHASE) 5. 3 F 5. 6 (T SHAFT END) 98
! REV.
'TLE AC SERVOMOTOR £-7 SERIES [ DAE Oct. 27 " 16
YASI(AVVA pHG. NO. QOO’W Q 1 7773 40
SGMT7G MODEL 0. 85kw
| 4 | 5 7 | ISIZE| A3




